
 
 
Standard Specifications 
 
Pre-Cast Counters 
Length 8’ max (standard, custom options available) 
Width 5’ max (standard, custom options available) 
Thickness 1.75 to 3.0 inch (standard) 

         3.0 inch and greater are available with special form techniques 
 
GFRC Counters 
Length 12’ max (standard, custom options available) 
Width 5’ max (standard, custom options available) 
Thickness .75 inch and greater 

  
 
Color  
12 color standard integral color palette 
Unlimited custom coloring  

Integral colorants 
Stains 
Dyes (interior only) 

 
Sealed Surface Finish Options 
2 part WB Urethane: Medium gloss.  Low build.  
Burnished Solvent Acrylic: Medium to high gloss sealer  
WB Acrylic: Medium to high gloss sealer (Low VOC rating)  
50/50: Matte sealer (Low VOC rating)  
 
Company Profile 
 
Riverbed Concrete Inc., a design and installation company devoted to decorative concrete 
flooring and pre-cast concrete countertops offers reliable, professional service with a reputable 
history of quality and beauty. We enjoy and have a deep appreciation for design and architecture, 
and encourage involved relationships with interior designers, architects, builders, and of course 
homeowners. Riverbed Concrete Inc. was established in 2001 as the only pre-cast concrete 
countertop business in San Antonio and as an installer of high quality stained and diamond 
polished concrete flooring. In 2006 Riverbed Concrete Inc. moved to Boerne Tx to serve a 
growing need and demand for quality in high end decorative concrete for Hill Country residences 
and business. Riverbed Concrete Inc. is a national service and manufacturing corporation based 
in Boerne Tx.  
For further questions please call David Harris: (210).845.2008 
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Title: Div 03 30 00 Cast-in-place concrete – 03 31 00 Structural concrete 
 
Technical Data 
Compressive Strength – ASTM C 39 
Plastic Density – ASTM C 138 
28 Air Dry Density – ASTM C 567, ASTM C 330 
Freeze – Thaw Resistance ASTM C 666 
 
Typical Values 
Exceeds ASTM C 387 28 days 5,5000psi 
100 lbs ft3 +/- 4lbs 
95 lbs ft3 +/- 4lbs 
Relative Dynamic Modulus (300 cycles) : 100.7 (Excellent) 
 
Contact Information 
Riverbed Concrete LLC 
13 Pfeiffer Rd 
Boerne Tx 78006 
830.981.2210 
info@riverbedconcrete.com  
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